The low-profile magnetic
exactly the correct position.
You can also paint them to
match the room’s décor

grifles snap into place in

Fit and finish
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Dynaudio Custom Install



P4-DVC65

Model

Type

Drivers

Frequency response (+/- 3 dB)
Impedance (nominal/minimum)
Sensitivity (dB SPL [2.83 V/1 m])
Continuous power*

Long-term power*

Tweeter-level options

Tweeter orientation
Dimensions/depth

Cut-out dimensions

P4-C65
Two-way in-ceiling

Tweeter: 25mm (1in);
mid/bass: 165mm (6'2in)

46Hz — 20kHz
80 /50

87.5dB

40W

80W

-3dB, 0dB, +3dB
Pivoting 360"

@ 232mm /72mm
9%/ 27% in)

@ 210mm (8% in)

* Measured according to IEC 60268-5 using a pink noise input signal.
‘Continuous’ is 100 hours of operation. ‘Long-term’ is 10 cycles of one minute on and two minutes off.

P4-DVC65
Two-way in-ceiling

2x tweeter: 25mm (1in);
mid/bass: 165mm (6'2in)

46Hz — 20kHz
2x 40 /2x3.2Q
87.5dB

2x 20W

2x 40W

-3dB, 0dB
Fixed

@ 232mm / 76mm
(9% / 3in)

@ 210mm (8% in)

P4-C80
Two-way in-ceiling

Tweeter: 25mm (1in);
mid/bass: 200mm (8in)

48Hz - 20kHz
80 /50

89dB

50W

160W

-3dB, 0dB, +3dB
Pivoting 360"

@ 280mm / 90mm
(11/8%in)

@ 260mm (10% in)

Dynaudio Custom Install
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