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Easily mount the PULSE FLEX on your wall or ceiling with 
Bluesound’s WM100 Wall Mount, and position the speaker  
to your liking. Precision engineered with high-grade materials 
to perfectly match the PULSE FLEX, the WM100 can be 
mounted vertically or horizontally and uses a tilt-and-swivel 
design that allows you to place and lock the speaker at 
the optimal angle for enhanced sound quality. Even when 
mounted, cable management with the WM100 is simple  
with free and easy access to any connection you need.  

WALL MOUNT BRACKET
FOR PULSE FLEX 

CUSTOM-MADE TO FIT THE BLUESOUND 
PULSE FLEX SPEAKER

360 DEGREES OF ROTATION FOR VERTICAL  
OR HORIZONTAL SPEAKER PLACEMENT 

TILTS UP TO 15 DEGREES WITH 40 DEGREES  
OF SWIVEL ACTION

AVAILABLE IN MATTE BLACK AND WHITE FINISHES 
TO MATCH THE PULSE FLEX

DIMENSIONS:
60 x 83 x 51.2 mm/2.4 x 3.3 x 2.0 in (W x H x D) 

WEIGHT: 0.2 kg/0.4 lb

© Bluesound International. Bluesound, the stylized wordmark and “B” logotype, the phrase “HiFi for a 
wireless generation”, PULSE FLEX and all other Bluesound product names and taglines are trademarks  
or registered trademarks of Bluesound International, a division of Lenbrook Industries Limited. All other  
logos and services are trademarks or service marks of their respective owners. 16-051 © 05/16 Bluesound.


